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DataCan*

Catalog

% Memory Tools

¥ Quartz
1 % Quartz
%" Piezo (Standard, Welded RTD)

1 ¥ Piezo (Standard, Welded 11, Welded 111, RTD)

1 %/5” Piezo (Welded)

Side Pocket (17, 1 %)
Geothermal (Flask)
Wellhead Logger

Memory Tool Power Usage

% Surface Testing Suite

1 ¥ Pressure Transmitter

1 ¥4 Temperature Transmitter

¥ Quick Shut In Tool

Production Valve (2 %/g”, 3 /,”)

Universal Drive

¥ Accessories

Battery Tester

Redress Kits

Battery Packs

Bomb Well Carrier (3" Gauge, 1 ¥” Gauge)
Shock Absorber

¥  Permanent Completion Hardware

Installation Design Overview

Solar Powered Surface Data Collection
Permanent Surface Box

Carrier (Non Welded, Welded)
Permanent Gauge (Piezo, Quartz)

%" Cablehead

%/5” Splice

Wire

Collar Clamp

Wellhead Feedthru
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Memory Pressure Gauge
Datacan* 3/4" Quartz
T #$ &

Features

¥ 200T Option
¥* 2 Million Sample Capacity
¥ Inconel 718 or MP35N — NACE MR0175

0&

0.75" OD Quartz Memory Tool - Inconel 718

Pressure Temperature Part No.
10,000 psi 150C 100390
16,000 psi 150C 100391
16,000 psi 177C 100392
20,000 psi 177C 100393
20,000 psi 200C 100394
25,000 psi 177C 100395
25,000 psi 200C 100396
30,000 psi 200C 100397
* Accessory Type Part No.
Bullnose Inconel 718 100402
Crossover 0.5-13 UNC Inconel 718 100403
Crossover 0.25 NPT Inconel 718 100404
Battery Barrel 2 X "AA" Inconel 718 100755
Pelican Case Assembly 100444
USB to Serial Converter Assembly 100682
Redress Kit Viton 90 100445
Redress Kit Aflas 7182B 100446
Redress Kit Chemraz 510 100447
Pressure Temperature
Accuracy 0.020% F.S. 0.25T
Resolution 0.00006% F.S. 0.005T
Drift <3 psilyear <0.1C/year
Capacity 2 Million Samples
Communication Method usB
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Memory Pressure Gauge
1 1/4" Quartz

DataCan*
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e Features
) % Super Seal Technology
. 30,000 psi @ 1.25" OD
# - ¥ 200C Option
¥ Modular Memory Cartridge
%2 Million Sample Capacity
% [nconel 718 or MP35N — NACE MR0175
435 % ,$&
) %/% O
) )78 0
12 3
¢
Pressure Temperature Part No.
10,000 psi 150C 100711
)) 16,000 psi 150C 100228
16,000 psi 177 100229
i 20,000 psi 177 100230
20,000 psi 200C 100231
25,000 psi 177 100232
25,000 psi 200C 100233
30,000 psi 200C 100234
Accessory Type Part No.
Replaceable Memory Module 177C 100024
Replaceable Memory Module 200C 100765
Bullnose Inconel 718 100128
’ Crossover 0.75-16 Inconel 718 100129
- = Crossover 0.25 NPT Inconel 718 100130
= Battery Barrel 1 X "Sub CC" I-718 100713
| Battery Barrel 2 X "Sub CC" I-718 101006
i ' Pelican Case Assembly 100235
‘I USB To Serial Converter Assembly 100682
| Redress Kit Viton 90 100908
| Redress Kit Aflas 100237
* - _ Redress Kit Chemraz 100238
.
!- ] Pressure Temperature
- Accuracy 0.020% F.S. 0.25C
Resolution 0.00006% F.S. 0.005T
Drift <3 psi/year <0.1C/year
Capacity 2 Million Samples
1 S % & ( Communication Method usB
O
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DataCan*

Memory Pressure Gauge

3/4" Piezo

Features

¥ Reliability

¥ Simplicity

¥ 0.1s Fast Sample Rate Option
% Pressure Trigger Option

¥ 1 Million Sample Capacity

¥ |nconel 718 — NACE MR0175

0.75" OD Piezo Memory Tool - Inconel 718

Pressure Temperature Part No.
750 psi 100T 100684
1,500 psi 120T 100685
3,000 psi 100686
- 150T
t 6,000 psi 100687
\\ 10,000 psi 100688
15,000 psi 177C 100689
20,000 psi 100690
Accessory Type Part No.
Bullnose SS316 100703
Crossover 0.5-13 UNC SS316 100704
Crossover 1.0 NPT SS316 101021
Battery Barrel 1 X "AA" Inconel 718 100702
Battery Barrel 2 x "AA" Inconel 718 100755
Pelican Case Assembly 100756
USB To Serial Converter Assembly 100682
® -/ Redress Kit Viton 90 100445
Redress Kit Aflas 7182B 100446
Redress Kit Chemraz 510 100447
Pressure Temperature
, Accuracy Up To 0.022% F.S. 0.25T
Resolution 0.0003% F.S. 0.005T
Drift <3 psi/year <0.1C/year
T ) Capacity 1 Million Samples
% )# + Communication Method usB
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Memory Pressure Gauge
3/4" Welded Piezo RTD

DataCan

Features

¥ External Fast Response Temperature Probe
) -+ ¥ Electron Beam Welded

¥ 1 Million Sample Capacity

¥*(.1s Fast Sample Rate Option

¥ Pressure Trigger Option
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0.75" OD Welded Piezo RTD Memory Tool - Inconel 718
Pressure Temperature Part No.
750 psi 100C 100747
1,500 psi 120C 100748
3,000 psi 100749
- 150C
6,000 psi 100750
10,000 psi 100751
N 15,000 psi 100752
- 177C
20,000 psi 100753
25,000 psi 100754
I ¢) gy Accessory Type Part No.
Bullnose SS316 100703
Crossover 0.5-13 UNC SS316 100704
Crossover 1.0 NPT SS316 101021
—3$ " % "& " %!~
Battery Barrel 1 X "AA" Inconel 718 100702
Battery Barrel 2 x "AA" Inconel 718 100755
+) Pelican Case Assembly 100756
USB To Serial Converter Assembly 100682
Redress Kit Viton 90 100445
. Redress Kit Aflas 7182B 100446
# Redress Kit Chemraz 510 100447
Pressure Temperature
B Accuracy Up To 0.022% F.S. 0.25T
Resolution 0.0003% F.S. 0.005T
) Drift <3 psi/year <0.1TC/year
+ Capacity 1 Million Samples
Communication Method USB
1 4
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Features

Reliability

Simplicity

0.1s Fast Sample Rate Option
Pressure Trigger Option

1 Million Sample Capacity
Inconel 718 — NACE MR0175

Pressure Temperature Part No.

750 psi 100CT 100654

1,500 psi 120T 100655
3,000 ps? 150C 100656
6,000 psi 100657
10,000 psi 100658
15,000 pSf 177C 100659
20,000 psi 100660
25,000 psi 100661
Accessory Type Part No.
Bullnose SS17-4 100488
Crossover 0.75-16 UNF SS17-4 100489
Battery Barrel 1 X "C" Inconel 718 100485
Battery Barrel 2 x "C" Inconel 718 100486
Pelican Case Assembly 100501
USB To Serial Converter Assembly 100682
Redress Kit Viton 90 100911
Redress Kit Aflas 7182B 101002
Redress Kit Chemraz 510 101003

Pressure Temperature
Accuracy Up To 0.022% F.S. 0.25T
Resolution 0.0003% F.S. 0.005C
Drift <3 psi/year <0.1T/year
Capacity 1 Million Samples
Communication Method UsB
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